
System
Linux

CPU
Qualcomm

Wireless Speed
1317Mbps

USB
USB 2.0

Interface
WAN 1*10/100/1000Mbps

Adapter
100-240V～50/60Hz 0.5A

Memory
Flash 16MB
RAM 128MB

Button
SUNMI Link Button
Reset Button

Wireless Standards
802.11 a/b/g/n/ac

Environment
Storage Temperature：-40°C - 70°C
Operating Temperature：-10°C - 45°C
Storage Humidity：10% - 90%RH non-condensing
Operating Humidity：10% - 90%RH non-condensing

Dimensions
230*166*42mm

Antenna
6*external antenna

Frequency&
Signal Rate
2.4GHz Wi-Fi 450Mbps
5GHz Wi-Fi 867Mbps

Indicator Light
Power light
WAN light
LAN light
Wi-Fi light
SUNMI Link light

Note:
1. Real memory will be reduced due to a number of factors, and there are differences. Operating system also occupy part of memory.
2. Actual product specifications when sold take precedence over what may be listed at this catalogue; Any changes may be made without prior notification

Commercial routers designed for merchants 
More professional than home routers yet simpler to use than enterprise models

128 Terminals
Stable connection even during peak traffic periods

SUNMI QoS
Rapid collection of orders even during network congestion

SUNMI Link
One-touch Sunmi device connection

SUNMI App
In-store status available anytime, anywhere

Wireless Device 

OTA UpdateGuest Wi-FiBlacklist2.4G&5G

Industrial Power
Supply

1300Mbps Gigabit PortQualcomm CPU

Model NO.:FW010


